
Nuestros equipos están disponibles a corto plazo y pueden ser entregados e 
instalados en el menor tiempo posible para satisfacer las necesidades de su proyecto.

BANCO DE CARGA 100 KW

240/480 VAC

100 kW

Querétaro

60 HZ

FICHA TÉCNICA

Marca AVTRON

Modelo 100 kW

240/480 VAC 3 fases

63.5 kg con caja, 35.5 kg sin caja

120 VAC, 1 fase, 60 Hz

8 ventiladores de alta velocidad

Ancho: 28 cm
Alto: 64 cm
Largo: 58 cm

3, 60 Hz
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Testing Your Emergency Standby 
Generator with a Load Bank Means 
Reliability When it Matters Most. 

 
Key Features 

•!Large Load Capacity - up to 
100 KW at 240/480 V and 
80 KW at 208 V 

•!Rated for Continuous Operation 

•!Ultra-Compact, Portable, Easy to 
Transport and Operate 

•!Lightweight Aluminized Steel 
Enclosure - only 78 lbs. [35.5 kg] 

•!Load Cables and Hard Shell Travel 
Case are included 

•!Convenient Operator Controls 
with Digital Metering and Data 
Logging Software included 

 
Superior Avtron quality combined with 
simple operation and maintenance will 
provide years of trouble free service. 

Avtron’s extensive line of Load Bank and 
Industrial Resistor Products are solid 
performers used throughout the world. 

For total technical support or additional 
information, please contact Avtron at 
(216) 573-7600 or LBsales@Emerson.com. 

Quality System Certified to ISO 9001 

The Avtron LPC100 Load Bank is a portable, self-contained 
AC resistive load bank designed for indoor use. 
The Avtron LPC100 load bank is the standard in ultra-compact, portable load banks! The load 
bank provides up to 100 KW resistive load at 480 VAC or 240 VAC, 3 phase, 60 Hz. This versa- 
tile load bank weighs only 78 lbs. [35.5 kg], is lightweight and ultra-compact. The load bank is 
also rated for continuous operation, unlike most competitive units. 

The LPC100 load bank features horizontal air discharge to provide a low profile design. Fully- 
rated, quick-connect load terminals and simple operation allow the load bank to be set up and 
operated by a single technician, saving valuable time in the field. The load bank controls and 
cooling fans are powered by any standard 120 VAC, single phase wall outlet with detachable 
line cord provided. 

An integral control panel is provided for load bank operation and includes the necessary controls 
and status indicators. The load bank also includes the Avtron Advanced Digital Monitoring Sys- 
tem (ADMS)™ as a standard feature. The ADMS meter provides faceplate digital display of Volts, 
Amps, Frequency, and KW. Data Logging Software (included at no additional cost) allows Real 
Time Data Acquisition and trending of all meter parameters from your Laptop PC or PDA. An 
Infrared/USB interface cable is included for “Plug and Play” convenience. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
LPC100 100 KW Ultra- 
Compact, Portable 
Avtron Load Bank with 
transport case. 

 
 
 
 
 
 
 
 

  
 

Avtron LPC100 
Ultra-Compact, Portable Load Bank - 100 KW 


